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IRAS De-watering box - 
- for Live fish - 

 
ALF0402 
De-watering box Type 100 D LF / 200 D LF 
De-watering box made of stainless steel 
Incl. Hinged outlet chute ø150  
Outlet height 1100 mm. 
Grid (LxW): 550x680 mm in Ø4-roundbar with 3 mm gap 
Prepared for, but not incl. 4" and 6" Double outlet valve 
1 pcs. DN150 outlet for separated water 
Drawing no. DK-0039-003060 

  

 
ALF0408 
De-watering box type 550 LF / 550 D LF 
De-watering box made of stainless steel with fixed legs 
(LxWxH) 1000x950x2000 mm. Outlet height 1450 mm 
Grid (LxW): 1000x750 mm in Ø4-roundbar with 4 mm gap 
Prepared for, but not included 8" single/8" double  
or 10” single separate outlet connection 
1 pcs. DN200 outlet for separated water 
Excl. Hinged Outlet chute 
Drawing no.  DK-0035-011435  

 
ALF0702 
De-watering box type 550 LF / 550 D LF with split grid 
De-watering box made of stainless steel with fixed legs 
LxWxH) 1000x950x2000 mm. Outlet height 1450 mm 
Grid (LxW): 1000x750 mm Split grid in Ø4-roundbar with 4 mm gap 
Prepared for, but not included 8" single/8" double  
or 10” single separate outlet connection 
1 pcs. DN200 outlet for separated water 
Excl. Hinged Outlet chute 
Split grid allowing the fish to be flushed with the return water 
Drawing no.  DK-0035-001287  

 
ALF0403 
De-watering box type 900 LF / 900 D LF 
De-watering box made of stainless steel with fixed legs 
(LxWxH) 1250x1000x2000 mm. Outlet height 1450 mm 
Grid (LxW): 1250x1000mm in Ø4-roundbar with 4 mm gap 
Prepared for, but not incl. 10" double separate outlet connection 
1 pcs. DN250 outlet for separated water 
Excl. Hinged Outlet chute 
Drawing no.  DK-0019-011441 
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ALF0703 
De-watering box type 900 LF / 900 D LF with split grid 
De-watering box made of stainless steel with fixed legs 
(LxWxH) 1250x1000x2000 mm. Outlet height 1450 mm 
Grid (LxW): 1250x1000mm Split grid in Ø4-roundbar with 4 mm gap 
Prepared for, but not incl. 10" double separate outlet connection 
1 pcs. DN250 outlet for separated water 
Excl. Hinged Outlet chute 
Split grid allowing the fish to be flushed with the return water 
Drawing no.  DK-0019-008344  
 
ALF0404 
De-watering box type 2000 LF / 2800 LF / 2000 D LF / 2800 D LF 
De-watering box made of stainless steel with fixed legs 
(LxWxH) 1500x1450x2300 mm. Outlet height 1640 mm 
Grid (LxW): 1493x1240mm in Ø8-roundbar with 8 mm gap 
Prepared for, but not incl. 10"/12" double separate outlet connection 
1 pcs. DN300 outlet for separated water 
Excl. Hinged Outlet chute 
Drawing no. DK-0022-011460 

 
ALF0405 
De-watering box type 4200 LF / 4200 D LF 
De-watering box made of stainless steel with fixed legs 
(LxWxH) 2000x1425x2300 mm. Outlet height 1530 mm 
Grid (LxW): 1995x1250mm in Ø8-roundbar with 8 mm gap 
Prepared for, but not incl. 14" double separate outlet connection 
1 pcs. DN350 outlet for separated water 
Excl. Hinged Outlet chute 
Drawing no. DK-0050-013369  

 

 
ALF0513 
De-waterer cylindrical type  
with 14" inlet, 14" outlet and collecting box for return water 
(LxWxH) 2900x800x2250 mm. Outlet height 1500 mm 
Grid (DxL): Ø350x1986 mm in Ø12-roundbar with 11 mm gap 
1 pcs. DN350 outlet for separated water 
Incl. Cover in polycarbonate  
Drawing no. DK-0045-013473  

 
 

 

 


